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AJA KI PRO CLASSIC 

SPECIFICATIONS 

 

AJA Ki Pro Classic Recorder: 

Type: Portable file-based HD/SD recorder and player 

Codecs: Apple ProRes 422, 422 (HQ), 422 (LT), 422 (Proxy), 10-bit 4:2:2 

Video Formats: 525i29.97, 625i25, 720p (23.98–60), 1080i (25, 29.97, 30), 1080PsF (23.98–30), 

1080p (23.98, 24, 25, 29.97) 

Video Inputs: SD/HD-SDI (1x BNC), HDMI, component (3x BNC) 

Video Outputs: SD/HD-SDI (1x BNC), HDMI, component (3x BNC), composite (1x BNC) 

Audio Inputs: 2x balanced XLR (line, mic, mic with 48 V phantom), 2x unbalanced RCA, SDI 

embedded (2 or 8 channels), HDMI embedded (2 channels) 

Audio Outputs: 2x balanced XLR, 2x unbalanced RCA, 3.5 mm headphone, SDI and HDMI embedded 

(8 channels) 

Timecode: SDI RP188 and LTC in (BNC), LTC out (BNC) 

Control: RS-422, LANC 

Network: 10/100 Ethernet, 802.11g wireless 

Storage: 1x KiStor storage module (HDD or SSD), ExpressCard/34 (2 slots, only slot 1 active) 

Computer Interface: FireWire 800 

Power: 100–240 V AC (adapter), 12–18 V DC (4-pin XLR) 

Power Consumption: 30 W typical, 3.3 A maximum 

Dimensions: 228.6 × 82.5 × 155.6 mm 

Weight: 1.67 kg 


